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(5) Whatever distance is necessary to 
protect other authorized users within 
these bands. 

(e) The user and the installer of a 
biomedical telemetry device operating 
within the frequency range 608–614 MHz 
and that will be located within 32 km 
of the very long baseline array (VLBA) 
stations or within 80 km of any of the 
other radio astronomy observatories 
noted in footnote US 311 of Section 
2.106 of this chapter must coordinate 
with, and obtain the written concur-
rence of, the director of the affected 
radio astronomy observatory before 
the equipment can be installed or oper-
ated. The National Science Foundation 
point of contact for coordination is: 
Spectrum Manager, Division of Astro-
nomical Sciences, NSF Rm 1045, 4201 
Wilson Blvd., Arlington, VA 22230; tel: 
(703) 306–1823. 

(f) Biomedical telemetry devices 
must not cause harmful interference to 
licensed TV broadcast stations or to 
other authorized radio services, such as 
operations on the broadcast fre-
quencies under subparts G and H of 
part 74 of this chapter, land mobile sta-
tions operating under part 90 of this 
chapter in the 470–512 MHz band, and 
radio astronomy operation in the 608– 
614 MHz band. (See § 15.5.) If harmful in-
terference occurs, the interference 
must either be corrected or the device 
must immediately cease operation on 
the occupied frequency. Further, the 
operator of the biomedical telemetry 
device must accept whatever level of 
interference is received from other 
radio operations. The operator, i.e., the 
health care facility, is responsible for 
resolving any interference that occurs 
subsequent to the installation of these 
devices. 

(g) The manufacturers, installers, 
and users of biomedical telemetry de-
vices are reminded that they must en-
sure that biomedical telemetry trans-
mitters operating under the provisions 
of this section avoid operating in close 
proximity to authorized services using 
this spectrum. Sufficient separation 
distance, necessary to avoid causing or 
receiving harmful interference, must 
be maintained from co-channel oper-
ations. These parties are reminded that 
the frequencies of the authorized serv-
ices are subject to change, especially 

during the implementation of the dig-
ital television services. The operating 
frequencies of the part 15 devices may 
need to be changed, as necessary and in 
accordance with the permissive change 
requirements of this chapter, to accom-
modate changes in the operating fre-
quencies of the authorized services. 

(h) The manufacturers, installers and 
users of biomedical telemetry devices 
are cautioned that the operation of 
this equipment could result in harmful 
interference to other nearby medical 
devices. 

[62 FR 58658, Oct. 30, 1997] 

§ 15.243 Operation in the band 890–940 
MHz. 

(a) Operation under the provisions of 
this section is restricted to devices 
that use radio frequency energy to 
measure the characteristics of a mate-
rial. Devices operated pursuant to the 
provisions of this section shall not be 
used for voice communications or the 
transmission of any other type of mes-
sage. 

(b) The field strength of any emis-
sions radiated within the specified fre-
quency band shall not exceed 500 
microvolts/meter at 30 meters. The 
emission limit in this paragraph is 
based on measurement instrumenta-
tion employing an average detector. 
The provisions in § 15.35 for limiting 
peak emissions apply. 

(c) The field strength of emissions ra-
diated on any frequency outside of the 
specified band shall not exceed the gen-
eral radiated emission limits in § 15.209. 

(d) The device shall be self-contained 
with no external or readily accessible 
controls which may be adjusted to per-
mit operation in a manner inconsistent 
with the provisions in this section. Any 
antenna that may be used with the de-
vice shall be permanently attached 
thereto and shall not be readily modifi-
able by the user. 

§ 15.245 Operation within the bands 
902–928 MHz, 2435–2465 MHz, 5785– 
5815 MHz, 10500–10550 MHz, and 
24075–24175 MHz. 

(a) Operation under the provisions of 
this section is limited to intentional 
radiators used as field disturbance sen-
sors, excluding perimeter protection 
systems. 
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